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SERVICE CONNECTION NOTES

6" WYE AS

SPECIFIED

MAIN

SEWER AS

SHOWN ON

PLANS

6"

HOUSE

CONNECTION

45° BEND

PLAN

A. CONTRACTOR SHALL NOT BACKFILL SERVICE

CONNECTION UNTIL THE CITY HAS INSPECTED

AND TAKEN MEASUREMENTS, ELEVATIONS &

OTHER INFORMATION REQUIRED FOR

PURPOSES OF RECORD.

B. ALL WYE BRANCHES IN THE MAIN SEWER

LINE ROTATED MORE THAN 30° FROM

HORIZONTAL SHALL BE ENCASED IN 6" MIN.

4000 P.S.I. CONCRETE.

C. TEE BRANCHES MAY BE USED IN LIEU OF

WYE BRANCHES FOR CONNECTIONS TO MAIN

SEWERS 18" AND LARGER.

GROUND LINE

SLOPE 2% MINIMUM

SECTION

6" HOUSE CONNECTION

UNDISTURBED GROUND

45° MAX.

ENCASE IN 4000 P.S.I. CONCRETE  (6" MIN.)

SPECIFIED BEDDING

MATERIAL

CONFORMING TO INDOT

903.02, SIZE NO. 8

TO BE USED WHERE MAIN SEWER IS

MORE THAN 12' IN DEPTH

WATER

TIGHT CAP

AT END OF

PIPE
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MINIMUM 4" DIA.

PVC PIPE 3' ABOVE

GRADE

TYPE II

HOUSE CONNECTION
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