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TRENCH SCHEDULE

TRENCH DETAIL FOR SEWER MAINS

Trench Detail &

Trench Schedule

CW 3

Note:

"W" is the maximum width for rigid pipes

"U" is the minimum width for flexible pipes

Bed pipe using #8 granular fill compacted

in 6" layers to pipe centerline

Note:

Under existing utilities, backfill with

#8 granular fill to centerline of

existing utility

Backfill with #8 granular fill to a

minimum of 1'-0" above top of

pipe

Undisturbed

Earth

Approved excavated material

in unpaved areas unless

otherwise directed

Pavement material and

thickness as directed by

Engineering

Existing pavement

saw cut straight

edge

Special backfill under

paved surfaces as

directed by Engineering

Department

"T" is the minimum granular bedding required below pipe

Page
31

AutoCAD SHX Text
21"

AutoCAD SHX Text
SIZE

AutoCAD SHX Text
6"

AutoCAD SHX Text
8"

AutoCAD SHX Text
10"

AutoCAD SHX Text
12"

AutoCAD SHX Text
15"

AutoCAD SHX Text
18"

AutoCAD SHX Text
24"

AutoCAD SHX Text
3'-8"

AutoCAD SHX Text
3'-0"

AutoCAD SHX Text
2'-8"

AutoCAD SHX Text
2'-5"

AutoCAD SHX Text
3'-4"

AutoCAD SHX Text
3'-11"

AutoCAD SHX Text
4'-3"

AutoCAD SHX Text
2'-9"

AutoCAD SHX Text
3'-0"

AutoCAD SHX Text
3'-6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
5"

AutoCAD SHX Text
5"

AutoCAD SHX Text
4"

AutoCAD SHX Text
2'-3"

AutoCAD SHX Text
2'-1"

AutoCAD SHX Text
2'-0"

AutoCAD SHX Text
"U"**

AutoCAD SHX Text
"W"

AutoCAD SHX Text
2'-6"

AutoCAD SHX Text
2'-6"

AutoCAD SHX Text
2'-6"

AutoCAD SHX Text
"T"

AutoCAD SHX Text
4"

AutoCAD SHX Text
4"

AutoCAD SHX Text
4"


	Sheets and Views
	Model


